FORE TESTING EQUIPMENT MANUFACTURING INDUSTRY
and INTERNATIONAL CO. / TURKIYE
~TESTING SOLUTIONS - TECHNOLOGIES for QUALITY™

( Notice; for the more details; www.fore.com.tr )

HYDROLIC - HYDROMECHANIC GROUP

TESTING EQIPMENT DESCRIPTIONS EXPLANATIONS
.OPEN CHANNEL APPARATUS I FORE TEST I
FR-H168

(www.fore.com.tr)

Channel Dimension 800(W) x 1000(H) x 10,000(L)mm

Glass window Total length 8m Glass

Weir Triangle & Rectangular

Measuring Rail Slide Bearing, Rack & Pinion

Traverse Unit 3-Axis Auto

Lower Tank Concret or SUS304

Circulating Pump Q=4n/min, H=14m (SUS304)

Power Sourcce AC 220V, 60Hz, 3Phase, 15Kw

Standard Accessories Auto Gate, Control Pannel, Weir, Point gauge

.TEACHING OPEN CHANNEL FORE TEST
FR-H093 ‘

(www.fore.com.tr)




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

.TILTING OPEN CHANNEL FORE TEST
FR-H166 1 ' | ‘

(www.fore.com.tr)

b3t
Inside Dimension
Glass window
Max. Gradient & Jack
Weir tank
Lower tank

Standard Accessories | Trange

Optional Accessorles

. FLOW VISUALIZATION TABLE FORE TEST

FR-H150

(www.fore.com.tr)

. FLOW VISUALIZATION UNIT FORE TEST

FR-H149

(www.fore.com.tr)




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

IIFLO“IDEMONSTRATKH]UN“’ FORE TEST

FR-H283

(www.fore.com.tr) - .

. FLOWMETER TEST UNIT FORE TEST

FR-H157

(www.fore.com.tr)

. FLOW CIRCUIT and WATER WHEEL FORE TEST

APPARATUS
FR-H286

(www.fore.com.tr)




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. PIPE FLOW EXPERIMENTAL

SYSTEM
FR-H163

(www.fore.com.tr)

Pipe line A X e, ZA x line, RA x Zines A x line, 25A x line, A x Znes
Float Flow meter 5 ~ 1508ters/min 1506ters/min
Venturi i

Orifice

Pump & Motor &

Weir Over flow ful width Jcm, Stainiess
Sump Tank About 208ters with kvl gavge
Head Tank About Glfters with wer

Standard Accessories|

Optional Accessories | Pitot

.PIPE FRICTION UNIT-1
FR-H152

(www.fore.com.tr)

.PIPE FRICTION UNIT-2
FR-H159

(www.fore.com.tr)

Dimension
Storage tank
Test line

Circulating pump
Flow meter
Wenturi meter
Drifice meter
Nozzle
Manometer

Standard Accessorles | AHEAl%A, 4&

Test Pipe

Loss Measuring Length
Pressure Tapping
Manometer

Flow Control valve
Materials

FORE TEST

U-shieoel 0-ohi b 1000mmHO x

0%, Tl F28

FORE TEST

@3 x 560(L)mm
510mm

2 Points

0 ~ 500mmH:0 x lea
0 ~ 500mmHg x lea
lea

Acryl, SUS, etc--

FORE TEST




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. MULTI-DIRECTION WAVE

GENARATOR
FR-H180

(www.fore.com.tr)

Type of Wave Board
Wave period

Wave height

Power

Dimension

Wave profile

Priving method

Wave maker Control
Wave Analysis
arogram

. IRREGULAR WAVE GENARATOR-1
FR-H288-1

(www.fore.com.tr)

FR-H288-2

(www.fore.com.tr)

'
.
-

FORE TEST

SH0mm Max,

AC 220V, 3Phase, 60Hz
05(W) x 12(H) Wave board

Regular & Random(both 2 and 3 Dimensional waves)
Servo molor & Ball Screw system

AC Servo L. IKw. LM Guide, etc

Mic o, Servo controller
We Jata print out
Sa ate S000Hz

nalysis system, P/C, el

FORE TEST

.;Itl!\‘!_'*‘-l":_'!-A‘.‘

k]




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. FRANCIS TURBINE FORE TEST
TEST APPARATUS
FR-H173
(www.fore.com.tr)
Dimension 09(W) x 30(D) x 15(H)m
Pump 0.2m"/min, H=26
Power 220V, 60Hz, 3.7Kw. 3p
Water Tank 0.7(W) x 1.2(D) x 1.0(H)m
Dynamometer Prony-Brake type Spring Balance S5kg x Zea
Flow Meter 10~210¢/min
Speed 0~600rpm
Standard Accessorie Manual - lcopy
.TIDE GENARATOR FORE TEST
TIDE and RIVER CONTROLLING
SYSTEM
-
FR-H179 N S et oo
.._] - ———
(www.fore.com.tr) b : ‘
s &Q_._“}% s . z
. GENERAL WAVE GENERATOR FORE TEST
FR-H287 TR ' &

(www.fore.com.tr)




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. FLOW MEASURING UNIT FORE TEST
FR-H092
(www.fore.com.tr)
.WEIR UNIT FORE TEST
FR-H161 V-notch Material - Acryl
(www.fore.com.tr) Size - 102(H) x 155(W)mm
Angle - 30°
Rectangular | Material - Acryl
Weir Size-102(H) x 30(W)mm
PVC or SUS
Floum Size-230(L)x180(D)x330(H)mm
i
Standard Acc. | Manual loopy, Hook gauge lea
] HYDROLIC BENCH FORE TEST
FR-H091 B
Dimension; 0.2(W) x 0.15(H) x 0.72(D)m
(WWW.fore-Com.tr) Materials; Stainless Steel

Volumetric Tank; 48?Max.
Sump Tank; 180?Max.
Pump; AC220V, 340W, 75?2/ min

75



FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. PILOT PLANT SYSTEM FORE TEST

FR-H181
POARE 2 \
] =
34
T
N 3 h | S
‘\"“.i 'i \ 30 ton
-y A 100 x 400 x 400mm - 1=
\ 310 x 320 x 310mm - 2%
820 x 600 x 300mm - 4
2500 x 600 x 300mm - 433
@150 x 3170mm - 6
(www.fore.com.tr) & =
@150 x 3170mm - 6=
1000 x 1000 x 600mm - 1=
1500 x 1000 x 1000mm - =
@250 x 3200mm - 4%
1000 x 1000 x 1200 - 1=
ISEDIMENT TRANSPORT CHANNEL FORE TEST
FR-H164 |- 2
(www.fore.com.tr)

i

Dimension

Working Section
Paddle Revolution
Sediment Depth
Driving Motor
Materials

04(W) x 05(H) x 1.2(L)m App.

0.05(W) x 014(H) x 06(L.)m App.

0 ~ 60 rpm
S50mm
220V, 60Hz, 60W

SUS304, Acryl. SS41

06(W) x 07(H) x 18(L)m App.

0.1(W) x 024(H) x 12(L)m App.
0 ~ 70 rpm

60mm

220V, 60Hz, 60W

SUS304, Acryl, SS41

Standard Accessories | Manual loopy
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FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. CIRCULATING WATER CHANNEL FORE TEST

FR-H169

(www.fore.com.tr)

.TOWING CARRIAGE-TANK FORE TEST

FR-H182

(www.fore.com.tr)

. HYDROSTATIC PRESSURE UNIT FORE TEST

FR-H15

(www.fore.com.tr)




FORE MANUFACTURING

.Two DIMENSIONAL WAVE
GENERATOR
FR-H178

(www.fore.com.tr)

.JET IMPACT UNIT

(www.fore.com.tr)

. CAVITATION EXPERIMENTAL
SYSTEM
FR-H172

(www.fore.com.tr)

Inside Dimension

Glass Window

Damper

Cart

Control Box

Drive motor

Wave Generator device
Wave height

Wave period

Total Length 20m

Mesh and Stainless Chip
Manual Cart type

Rack type

AC Servo motor

Piston type

Max, 150mm

0.5sec ~ Hsec

"TESTING TECHNOLOGIES for QUALITY™

FORE TEST

08(W) x 1.0(H) 25(L0Om
Total Length 20m

Mesh and Stainless Chip
Manual Cart type

Rack type

AC Servo motor

Piston type

Max, 150mm

0.5sec ~5sec

Standard Accessories

PC/Software, etc.,..

Optional Accessories

FR-H15

Auto Cart, Wave Height meter, Recorder

FORE TEST




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. LIQUID FLOW METER TESTER

-

FR-H165

(www.fore.com.tr)

Velocity

Flow rate

Flow Control Valve
Pressure Tank
Circulating Pump
Standard Flow meter
Trailor

50A, 100A, 150A
Max. 6m/s App.
Max. 32m'/5min
Ball Valve

FORE TEST

SUS304, @15 x 1.5(H)m -2sets

Q =
150A
Stroke 30mm

4n’/min, H

14m

Standard Accessories

. ORIFICE METER UNIT

FR-H154

(www.fore.com.tr)

.ORIFICE and JET METER

(www.fore.com.tr)

FR-H15

ZE g oly, ¥4, Control Box, 3|48 Pumr

FORE TEST




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. SEGMENTAL MODEL TEST TANK
FR-H28

(www.fore.com.tr)

. PELTON TURBINE TEST

APPARATUS

FR-H174

(www.fore.com.tr)

Dimension
Pump

Power
Pressure gauge
Water Tank
Dynamometer
Speed

Flow Meter

Standard Accessories

05(W) x LI(D) x 1.1{(H})m
02m’/min, H=16m

220V, 60Hz, 1HP, 2P
0~2kg/cm”

04(W) x 06(D) x 05(H)m
Spring Balance Skg x 2ea
T0Orpm

10~ 100¢/min

FORE TEST

09(W) x 30(D) x 15(HMm
0.2m%/min, H=26m
220V, 60Hz, 3.7Kw, 3p

O~4kg/em’

07(W) x 12(D) x 1.0(H)m
Spring Balance Skg x Zea
800rpm

10~210&/min

Manual - lcopy

. PORSHALL FLUME UNIT

FR-H162

(www.fore.com.tr)

Dimension
Throat Width
Flow rate

Screen
Materials

| Manual -

Multi Hole Plate

lcopy, AC Generator

FORE TEST

08(W) x 03(D) x 280(H)mm
1 inch

15 ~ 40m/hr

60% SUS 304

216 - lea

PVC, Acryl, SUS, Brass, etc-

Optional Acc.

Water Supply System
Point Gauge, Level Gauge
Flow meter, Measuring System
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FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. REYNOLD'S NUMBER APPARATUS
FR-H094

(www.fore.com.tr)

. CENTRIFUGAL PUMP APPARATUS
FR-H285

(www.fore.com.tr)

. REGULAR WAVE GENARATOR (1)
FR-H175

(www.fore.com.tr)

FORE TEST

FORE TEST

FORE TEST




FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

. REGULAR WAVE GENARATOR (2) FORE TEST

FR-H176

Inside Dimension 0S(W)x0B8(HEHL)m 03(W)x10(H)x25(L)m 1(W)x12(H)(L)m

Drive Motor AC 20V, 2%W AC 2V, 2&W AC 20V, 37kW
(www.fore.com.tr) e

Structure | S Span with mount plate, set up with bolts

Glass Window . Total length 15m cne sde tank, Floot glass plate 10mm
Generator Type F
Wave height | Max, 3m (at water depth = 06en)

Fast

Wave period 05 to 30eec

Standard Accessories i Wave damper x 2ea, Cart, Control panel, etc.,

2 |
Optional Accessories Wave height meter, Wave pressure gauge, Profile indicator, Pen recorder,

‘ Auto cart, PC/Software, elc.

.WATER PERMEABILITY TANK FORE TEST

FR-H170

(www.fore.com.tr)

FR-H167

(www.fore.com.tr)

Inside Dimension 1200(W) x 450(H) x 3200(L)mm

Test Section Strengthened Glass 12mm - Bothside, Bottom

Water Depth 5 ~ 50mm

Water Depth control Manual Type-Rack & Pinion, SUS plate

‘Wave Motion control Electric Type-Geared Motor 04Kw. Roller @120mm

2 nd Weir Tank Vertical Over Flow Weir Type - Manual Traverse, Rack & Pinion

Variable Gradient App. Variable gradient 5o, Screw Jack and Geared Motor Driving
Push Button Method (ON/OFF)

Pump Centrifugal Pump Q=100n/h x 10m, 220V, 3P, 60Hz 11Kw

Reservoir Tank SUS Plate, 1360(W) x 500(H) x 1650(L)

Standard Accessories Piano type Control box. Manual lcopy

Optional Accessories Turbine Flow meter, Auto Traverse Unit, Digital Point gauge,
Water Level meter, Data Acquisition System

82



FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

.THREE DIMENSIONAL WAVE
GENERATOR

FR-H177

(www.fore.com.tr)

. UNIVERSAL HYDROLICS
SYSTEM

FR-H177

(www.fore.com.tr)

Channel of wave board
Outside Dimension
Wave board Dimension
Water level

Wave height

Wave period

Driving method
Control channel

Wave maker type
Power

Wave Analysis program

FORE TEST

10 Unit

30(W) x 20(D) x 296(L.)m App.
30(W) x 12(H)m App.

0.9m

0.3m(%£ 0.15m)

0.3~5sec

AC Servo Motor

10ch

Piston type

AC 220V, 60Hz, 3Phase

Wave height Data print out, Analysis system, PC. etc.

Water pump &
Drive motor

Type : Valute type

Head Flow rate : 15m x 0.8m’/min
Drive motor : 375Kw

Pressure gauge : -76cmHg ~ 4kg/cmy’

Water pump &
Drive motor

Type : 2 stages volute type

Head Flow rate : 26m x 0.2m°/min
Drive motor : 22Kw

Pressure gauge ' -76cmHg ~ 4kg/cm

[water
tank

| Flow pressure
| set device

FORE TEST

sump Reservoir :

4(L)x09(W)x09(H)m
Steel plate : 32tmm
Capacity = 3200liters

Pressure set : By-pass flow
control type

Pressure gauge : 0-4kg/cm'G

Overflow reservoir tank

Francis water
mrbine

Head Flow rate ! 12m x 11&/sec
Speed : 1000rpm  Approx.

AC Generator : 24V x 084Kw
Prony-Brake-dynamometer

Pressure gauge : 4kg/cm’G, -76cmg

Flow rate
measuring
| device

Venturimeter : 20mm(dia. throat)
Onificemeter : 17.8mm
Manometer : Utype manometer

Pelton water
wheel

Channel

Head flow rate : 165m x 358/sec
Speed @ 800rpm  Approx,
Prony-Brake-dynamometer
Pressure gauge : 0-dkg/cm’G

Friction loss
measuring
device

Straight pipe line : 357mm dia.
bend : 90°bend

Valve : globe, gate, cock
Manometer : Utype, Ntype

Open channel : 28(L)x06(W)x045(H)m
Weirs : Trangle angle(90°), V notch
Hook gauge : 0-400mm
Delivery 2 way shutter

Standard Acc.

Electric panel

AC Voltmeter : 0
AC Ammeter :
Power factor meter : 3phase

Electric load for AC generator

Head tachometer, Stop watch

Optional Acc.

Electnc curent meter, Micro computer &

S/W, Printer, etc.
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FORE MANUFACTURING "TESTING TECHNOLOGIES for QUALITY"

.VENTURIMETERS UNIT
FR-H095

(www.fore.com.tr)

.von'rex UNIT
FR-H156

(www.fore.com.tr)

. STABILITY of FLOATING BODY
FR-H155

(www.fore.com.tr)

Notice; Pictures are almost same with ordering. Pictures are as SAMPLE.

N
L

FORE TEST

N T Y
i— L_ ) .

—_——— -

FORE TEST

FORE TEST

Everytime, the coming ordering products' shapes and technical specifications can be better than catalog and pictures.
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